
Compact size, 
big performance
The Red Roo HT912 all hydraulic compact 

trencher is perfect for the installation of 

irrigation, sprinkler and electrical systems.

Features 
•  All hydraulic operation for greater reliability  
 and less maintenance
•  Self-propelled, compact size and light weight 
•  Revolutionary new pivot system keeps the  
 pivot bushing out of the dirt
•  Operator presence control stops wheels and  
 chain immediately
•  Chain reverse to dislodge rocks and debris
•  Freewheel hubs on each wheel
•  Available with 300mm (12”), 450mm (18”) or  
 600mm (24”) boom
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Specifications
Engine 9hp (6.75kW) 
 Honda GX270 OHV
Ground speed forward 40mpm (132fpm) 
Ground speed reverse 17mpm (58fpm)
Digging chain speed 70mpm (227fpm) 
Weight 280kgs (620lbs)
Trench depth 300-450-600mm
 (12”-18”-24”)
Trench width 90mm - 125mm (4”)
Boom travel up 5º
Boom travel down 59º 
Front wheel to handlebar 1800mm (71”)
Boom end to handlebar 2060mm (81”)
Wheel width 711mm (28”) 
Handlebar width 736mm (29”) 
Total height 1100mm (43”)
Powdercoated finish 

Lifting hookHeavy duty 
boom and 

crumber bar

 Simple controls for 
safe operation

Dual hydraulic 
pumps

Freewheel for easy 
manoeuvrability

 Auger clears 
dirt while 
trenching
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